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AG NEOVO DIGITAL SIGNAGE

About AG Neovo

AG Neovo is a world-leading provider of display devices for both professional and consumer markets. 
The company, founded in 1999, is headquartered in Taipei, Taiwan and has offices throughout Europe, 
Asia and North America. Deriving its name from the Greek words Neo and Vo meaning New Vision, 
AG Neovo was one of the first in the industry to envision greater possibilities for display devices.

Today, AG Neovo displays can be found in environments as diverse as police stations, marine 
vessels, modern museums, science labs, five star hotels, school classrooms and hospitals. The 
company’s commitment to designing display devices that answer to the functional and aesthetic 
demands of multi-user and public environments like these have made AG Neovo the choice of 
professionals from a variety of industries.

Beyond the Display: 
Integrated Digital Signage Solutions 
A successful digital signage network requires more than just a reliable screen. Evolving beyond a trusted 
provider of professional standalone displays, AG Neovo delivers comprehensive hardware-and-software 
integrated solutions. By seamlessly bridging dynamic Content Management Systems (CMS) with robust 
Device Management Systems (DMS), we empower businesses to effortlessly control both their impactful 
messaging and their IT infrastructure.

Whether for retail, hospitality, corporate, or transportation environments, our ecosystem provides 
unparalleled performance to enhance both brand impact and operational efficiency.
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Why Choose AG Neovo for 
Digital Signage Solutions

AG Neovo provides professional visual technology for retail, hospitality, corporate, healthcare, 
transportation, and public space. Whether for dynamic advertising or information dissemination, 
AG Neovo digital signage solutions provide unparalleled performance and reliability to enhance 
both brand impact and operational efficiency.

We offer a diverse range of form factors to 
meet the precise visual and spatial demands of 
any installation. Whether your project requires 
standard displays for everyday messaging, ultra-
wide bar types for narrow retail shelves, interactive 
touch screens, or freestanding digital kiosks, our 
portfolio ensures the perfect fit for your specific 
environment.

A comprehensive portfolio 
tailored to professional 
environments. 

Professionals cannot afford downtime. Built 
with robust metal housings, specialized glass 
protection, and our patented Anti-Burn-in™ 
technology, our displays are designed to perform 
flawlessly where consumer-grade screens fail, 
ensuring your messaging remains impactful 
around the clock.

Engineered for high-demand, 
24/7 operation.

AG Neovo provides complete architectural 
flexibility for any deployment scale. Choose 
from All-in-One Digital Signage displays built on 
an Android platform for simple plug-and-play 
installation, traditional setups for external media 
players, or models with built-in SDM expansion 
slots for advanced computing modules and 
signage controllers.

We adapt to your IT 
infrastructure.

Simplify deployment with our professional 
software solutions. Use Neovo Controller for 
intuitive, instant local network synchronization 
via LAN or RS232 connections. For cross-
location deployments, Neovo Manager (Cloud 
DMS) empowers IT administrators with remote 
monitoring, device health automation, and 
centralized control from a single cloud platform.

Designed for IT professionals 
to reduce long-term costs. 
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Solutions Tailored to Your 
Industry

Precision-Engineered for Every Operational Demand

Retail & Hospitality

Support in-store advertising, digital menu boards, and 
retail media networks (RMN), enabling centralized 
content management across multiple locations.
Ideal for retail stores, restaurants, shopping malls, 
and hospitality environments requiring dynamic, 
networked, and easy-to-update signage.

At AG Neovo, we believe that the right display does more than just show content—it solves 
problems. Whether you are navigating the high-speed demands of transport hubs or the dynamic 
environment of modern retail, our visual technology is built to empower your specific business 
goals with absolute reliability.

Transportation

Provide clear and reliable information in airports, 
train stations, and other high-traffic environments.
High brightness, durable construction, and 
long-hour operation ensure stable performance 
for schedules, announcements, and public 
information systems.

Corporate & Enterprise

Enhance communication and brand presentation in 
offices, meeting areas, and lobbies.
Suitable for internal messaging, visitor information, 
and networked content delivery across corporate and 
enterprise environments.

Healthcare & Public Institutions 

Deliver reliable information in hospitals, 
government facilities, schools, and other public 
spaces. Durable design and flexible installation 
support continuous operation in high-traffic 
environments where stable display performance 
is essential.
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Beyond Just a Display: 
Intelligent Management & 
Reliability 

AG Neovo integrates professional-grade stability with smart management software, ensuring 
your display network is not only high-performing but also effortless to maintain.

Smart Management Software Ecosystem
Centralized Efficiency for Your Visual Network

Neovo Manager (Cloud DMS)

Designed for large-scale, cross-location deployments. 
This powerful cloud platform empowers IT teams to 
monitor device health, automate power scheduling, 
and push content updates across an entire global 
network from any remote location. (Exclusively 
integrated with NSD and DS Series)

Neovo Controller (Local Control)

The ideal tool for on-site system integrators. It 
replaces complex OSD menus with an intuitive 
graphical interface, allowing for instant batch 
synchronization of image parameters across 
multiple displays via LAN or RS232.

Professional-Grade Reliability
Built for the Long Haul

Patented Anti-Burn-in™ 
Technology
To ensure long-term visual integrity in 24/7 
environments, our hardware-embedded protection 
prevents image persistence. It works silently in the 
background, extending display life and securing 
your ROI without user intervention.

Industrial-Grade Design

Featuring robust metal housings and superior 
thermal management, AG Neovo displays 
are engineered to perform in demanding 
commercial conditions where consumer 
screens fail.
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AG Neovo’s All-in-One Digital Signage Displays are designed for modern signage applications, 
integrating professional display technology, media playback, and management capabilities into 
a single platform. Compatible with leading CMS applications and advanced device management 
systems, they are the definitive choice for retail stores, digital menu boards, corporate 
communication, and large-scale networked signage environments.

Smart All-in-One Platform

Built on a robust Android™ platform with integrated media playback, the displays eliminates the need for 
external players and complex cabling. Experience a true plug-and-play solution that reduces installation 
time and hardware costs while ensuring high-performance reliability.

NSD SERIES | DS SERIES

All-in-One Digital 
Signage Displays

Effortless Network Control

Fully compatible with Neovo Manager, this series 
enables remote monitoring, automated control, and 
centralized management across multiple displays and 
locations. Minimize on-site maintenance and maximize 
operational efficiency for large-scale deployments.

Advanced Scheduling

Support for automated content scheduling via CMS platforms ensures your messaging is always on time. 
Synchronize playback across multiple displays and locations to maintain a consistent and impactful brand 
presence throughout your network.

Slim Design for Flexible Installation

Supporting both landscape and portrait orientations, the slim bezel design ensures a clean, modern 
aesthetic. Achieve a professional, flush-to-wall look with the zero-gap mount* designed for seamless 
integration into any interior.

Versatile Content Delivery

From 4K USB playback to real-time web browsing and wireless screen sharing, the NSD Series supports 
diverse media formats. Through the Partner App Zone, you can easily integrate your preferred CMS, 
ensuring your content strategy remains flexible and future-proof.

* Included with 55” and 65” models only.
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NSD-5503  NSD-6503

Panel Panel Type LED-Backlit TFT LCD (VA Technology) LED-Backlit TFT LCD (VA Technology)

Panel Size 54.6" 64.5"

Max. Resolution UHD 3840 x 2160 UHD 3840 x 2160

Brightness 500 cd/m² 500 cd/m²

Contrast Ratio 4000:1 5000:1

Viewing Angle (H/V) 178°/178° 178°/178°

Surface Treatment Haze 25% · Hard Coating(3H) Haze 25% · Hard Coating(3H)

Input HDM 2.0 x 3 2.0 x 3

External 
Control

RS232 In 9-Pin D-Sub 9-Pin D-Sub

LAN RJ45 x 1 RJ45 x 1

Embedded 
Player

OS Android 9.0 Android 9.0

CPU A35 x 4 A35 x 4

Memory 2G 2G

Storage 16G 16G

Other
Connectivity USB 2.0 x 2 (Service Port / Media Playback) 2.0 x 2 (Service Port / Media Playback)

Audio Audio Out Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)

Internal Speakers 10W x 2 10W x 2

Power Power Requirements AC 100-240V, 50/60 Hz AC 100-240V, 50/60 Hz

On Mode 89W (On) 101W (On)

On Mode (Max) 140W (Max) 150W (Max)

Standby Mode < 0.5W < 0.5W

Durability and 
Protection IP rating IP5X IP5X

Operating
Conditions

Temperature 0°C-40°C (32°F-104°F) 0°C-40°C (32°F-104°F)

Humidity 20%-80% (non-condensing) 20%-80% (non-condensing)

Mounting VESA FPMPMI 300mm x 400mm 400mm x 400mm

Dimensions
Bezel Width 13.3 mm (Top/Left/Right)  

15.3 mm (Bottom)
14 mm (Top/Left/Right)  

16 mm (Bottom)

Product w/o Base (W x H x D) 1239.7 x 712.5 x 38.6 mm
(48.8" x 28.1" x 1.5")

1459.2 x 837.1 x 38.9 mm 
(57.4" x 33.0" x 1.5")

Packaging (W x H x D) 1390.0 x 850.0 x 136.0 mm
(54.7" x 33.5" x 5.4")

1640.0 x 990.0 x 164.0 mm 
(64.6" x 39.0" x 6.5")

Weight Product  w/o Base 17.6 kg (38.8 lb) 25.3 kg (55.8 lb)

Packaging 22.2 kg (48.9 lb) 33.8 kg (74.5 lb)

Regulation 
Approval Certifications & Compliance FCC, CE, LVD, ICES-003 Issue 7, WEEE, 

RoHS, REACH, BSMI
FCC, CE, LVD, ICES-003 Issue 7, WEEE, 

RoHS, REACH, BSMI

All-in-One Digital Signage Displays

Specifications NSD-3203  NSD-4303

Panel Panel Type LED-Backlit TFT LCD (VA Technology) LED-Backlit TFT LCD (VA Technology)

Panel Size 31.5" 42.5"

Max. Resolution FHD 1920 x 1080 UHD 3840 x 2160

Brightness 500 cd/m² 500 cd/m²

Contrast Ratio 4000:1 4000:1

Viewing Angle (H/V) 178°/178° 178°/178°

Surface Treatment Haze 25% · Hard Coating(3H) Haze 25% · Hard Coating(3H)

Input HDM 2.0 x 3 2.0 x 3

External 
Control

RS232 In 9-Pin D-Sub 9-Pin D-Sub

LAN RJ45 x 1 RJ45 x 1

Embedded 
Player

OS Android 9.0 Android 9.0

CPU A35 x 4 A35 x 4

Memory 2G 2G

Storage 16G 16G

Other
Connectivity USB 2.0 x 2 (Service Port / Media Playback) 2.0 x 2 (Service Port / Media Playback)

Audio Audio Out Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)

Internal Speakers 10W x 2 10W x 2

Power Power Requirements AC 100-240V, 50/60 Hz AC 100-240V, 50/60 Hz

On Mode 40W (On) 73W (On)

On Mode (Max) 70W (Max) 120W (Max)

Standby Mode < 0.5W < 0.5W

Durability and 
Protection IP rating IP5X IP5X

Operating
Conditions

Temperature 0°C-40°C (32°F-104°F) 0°C-40°C (32°F-104°F)

Humidity 20%-80% (non-condensing) 20%-80% (non-condensing)

Mounting VESA FPMPMI 150 mm x 200 mm 400 mm x 300 mm

Dimensions Bezel Width Even bezel 8.8 mm Even bezel 8.7 mm

Product w/o Base (W x H x D) 724.6 x 419.8 x 40.0 mm
 (28.5" x 16.5" x 1.6")

967.4 x 555.9 x 40.0 mm 
(38.1" x 21.9" x 1.6")

Packaging (W x H x D) 795.0 x 520.0 x 115.0 mm
 (31.3" x 20.5" x 4.5")

1075.0 x 652.0 x 144.0 mm 
(42.3" x 25.7" x 5.7")

Weight Product  w/o Base 5.4 kg (11.9 lb) 9.1 kg (20.0 lb)

Packaging 7.0 kg (15.4 lb) 12.0 kg (26.5 lb)

Regulation 
Approval Certifications & Compliance FCC, CE, LVD, ICES-003 Issue 7, WEEE, 

RoHS, REACH
FCC, CE, LVD, ICES-003 Issue 7, WEEE, 

RoHS, REACH, BSMI
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DS4351U

Panel Panel Type LED-Backlit TFT LCD (VA Technology)

Panel Size 42.5"

Max. Resolution UHD 3840 x 2160

Brightness 500 cd/m²

Contrast Ratio 4000:1

Viewing Angle (H/V) 178°/178°

Surface Treatment Haze 25%, Hard Coating (3H)

Input HDMI 2.0 x 3

External 
Control

RS232 In 9-Pin D-Sub

LAN RJ45 x 1

Embedded 
Player

OS Android 9.0

CPU A35*4

Memory 2G

Storage 16G

Other
Connectivity USB 2.0 x 2 (Service Port / Media Playback)

Audio Audio Out Stereo Audio Jack (3.5 mm)

Internal Speakers 10W x 2

Power Power Requirements AC 100-240V, 50/60 Hz

On Mode 73W (On)

On Mode (Max) 120W (Max)

Standby Mode < 0.5W

Durability and 
Protection IP rating IP5X

Operating
Conditions

Temperature 0°C-40°C (32°F-104°F)

Humidity 20%-80% (non-condensing)

Mounting VESA FPMPMI 400mm x 300mm

Dimensions Bezel Width Even bezel 8.7 mm

Product w/o Base (W x H x D) 967.4 x 555.9 x 40.0 mm (38.1" x 21.9" x 1.6")

Packaging (W x H x D) 1075.0 x 652.0 x 144.0 mm  (42.3" x 25.7" x 5.7")

Weight Product w/o Base 9.1 kg (20.0 lb)

Packaging 12.0 kg (26.5 lb)

Regulation 
Approval Certifications & Compliance FCC, ICES-003 Issue 7, WEEE, RoHS, REACH

All-in-One Digital Signage Displays

Specifications DS5551U

Panel Panel Type LED-Backlit TFT LCD (VA Technology)

Panel Size 54.6"

Max. Resolution UHD 3840 x 2160

Brightness 500 cd/m²

Contrast Ratio 4000:1

Viewing Angle (H/V) 178°/178°

Surface Treatment Haze 25%, Hard Coating (3H)

Input HDMI 2.0 x 3

External 
Control

RS232 In 9-Pin D-Sub

LAN RJ45 x 1

Embedded 
Player

OS Android 9.0

CPU A35*4

Memory 2G

Storage 16G

Other
Connectivity USB 2.0 x 2 (Service Port / Media Playback)

Audio Audio Out Stereo Audio Jack (3.5 mm)

Internal Speakers 10W x 2

Power Power Requirements AC 100-240V, 50/60 Hz

On Mode 89W (On)

On Mode (Max) 140W (Max)

Standby Mode < 0.5W

Durability and 
Protection IP rating IP5X

Operating
Conditions

Temperature 0°C-40°C (32°F-104°F)

Humidity 20%-80% (non-condensing)

Mounting VESA FPMPMI 300 mm x 400 mm

Dimensions Bezel Width 13.3 mm (Top/Left/Right)m, 15.3 mm (Bottom)

Product w/o Base (W x H x D) 1239.7 x 712.5 x 38.6 mm (48.8" x 28.1" x 1.5")

Packaging (W x H x D) 1390.0 x 850.0 x 136.0 mm (54.7" x 33.5" x 5.4")

Weight Product w/o Base 17.6 kg (38.8 lb)

Packaging 22.2 kg (48.9 lb)

Regulation 
Approval Certifications & Compliance FCC, ICES-003 Issue 7, WEEE, RoHS, REACH
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PD SERIES

Professional 
Commercial Displays

Superior Brightness & Clarity

Featuring high-brightness output, the PD Series guarantees crystal-clear visibility even in bright indoor 
settings, such as window displays and sunlit atriums. Every detail is rendered in stunning 4K resolution, 
capturing attention in any lighting condition.

Smart SDM Expansion Slot

The integrated Intel® SDM slot allows for seamless 
system expansion without external cables. Easily 
integrate media players, powerful computing 
modules, or specialized signage controllers to adapt 
to evolving commercial requirements.

Control & Calibration

AG Neovo’s Professional Commercial Displays are engineered for the most demanding digital 
signage environments, delivering mission-critical 24/7 reliability, superior brightness, and 
consistent performance. From sunlit airport terminals to high-traffic shopping malls, the PD 
Series provides the visual impact and industrial-grade stability required for professional public 
information and advertising installations.

24/7 Reliability for Public Environments

Built with industrial-grade components for continuous operation in airports, train stations, and retail stores. 
The PD Series ensures stable and reliable performance in high-traffic environments where downtime is not 
an option.

Fully compatible with Neovo Controller via LAN 
or RS232, enabling streamlined adjustment and 
instant synchronization across multiple displays. 
This professional tool ensures fast, accurate on-site 
setup and consistent visual quality across your entire 
installation.
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Professional Commercial Displays

PD4302 PD5502

Panel Panel Type LED-Backlit TFT LCD (IPS Technology) LED-Backlit TFT LCD (VA Technology)

Panel Size 42.5" 54.6"

Max. Resolution UHD 3840 x 2160 UHD 3840 x 2160

Pixel Pitch 0.245 mm 0.315 mm

Brightness 1000 cd/m² 1000 cd/m² 

Viewing Angle (H/V) 178°/178° 178°/178°

Surface Treatment Anti-glare treatment (Haze 25%) Anti-glare treatment (Haze 25%)

Input DisplayPort  x 1  x 1

HDMI 2.1 x 2 2.1 x 2

VGA  x 1  x 1

Type C  x 1 (15W)  x 1 (15W)

External 
Control

IR In 3.5 mm Phone Jack 3.5 mm Phone Jack

IR Out RJ45 x 1 (share with RS232 in) RJ45 x 1 (share with RS232 in)

RS232 In RJ45 x 1 RJ45 x 1

RS232 Out RJ45 x 1 RJ45 x 1

LAN RJ45 x 1 RJ45 x 1

Other 
Connectivity

USB 2.0 x 1 (Service Port) 2.0 x 1 (Service Port)

SDM Slot SDM-S SDM-L

Audio Audio In Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm) 

Audio Out Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)

Internal Speakers 10W x 2 10W x 2

Power Power Requirements AC 100-240V, 50/60 Hz AC 100-240V, 50/60 Hz

Standby Mode < 0.5W < 0.5W

On Mode 0W 0W

Operating 
Conditions

Temperature 0°C-40°C (32°F-104°F) 0°C-40°C (32°F-104°F)

Humidity 20%-80% (non-condensing) 20%-80% (non-condensing)

Mounting VESA FPMPMI Yes (200 x 200 mm) Yes (400 x 400 mm)

Dimensions Bezel Width Even bezel 9.9 mm Even bezel 9.9 mm

Product w/o Base (W x H x D) 963.4 × 551.6 x 72.1 mm 1231.6 x 702.4 x 72.5 mm

Packaging (W x H x D) 1070.0 × 657.0 x140.0 mm 1355.0 x 820.0 x 140.0 mm

Weight Product w/o Base TBD TBD

Packaging TBD TBD

Regulation 
Approval Certifications & Compliance TBD TBD

Specifications PD6502

Panel Panel Type LED-Backlit TFT LCD (VA Technology)

Panel Size 65.0"

Max. Resolution UHD 3840 x 2160

Pixel Pitch 0.372 mm

Brightness 1000 cd/m² 

Viewing Angle (H/V) 178°/178°

Surface Treatment Anti-glare treatment (Haze 25%)

Input DisplayPort  x 1

HDMI 2.1 x 2

VGA  x 1

Type C  x 1 (15W)

External 
Control

IR In 3.5 mm Phone Jack

IR Out RJ45 x 1 (share with RS232 in)

RS232 In RJ45 x 1

RS232 Out RJ45 x 1

LAN RJ45 x 1

Other 
Connectivity

USB 2.0 x 1 (Service Port)

SDM Slot SDM-L

Audio Audio In Stereo Audio Jack (3.5 mm) 

Audio Out Stereo Audio Jack (3.5 mm)

Internal Speakers 10W x 2

Power Power Requirements AC 100-240V, 50/60 Hz

Standby Mode < 0.5W

On Mode 0W

Operating 
Conditions

Temperature 0°C-40°C (32°F-104°F)

Humidity 20%-80% (non-condensing)

Mounting VESA FPMPMI Yes (400 x 400 mm)

Dimensions Bezel Width Even bezel 9.9 mm

Product w/o Base (W x H x D) TBD

Packaging (W x H x D) 1580.0 × 940.0 x 160.0 mm

Weight Product w/o Base TBD

Packaging TBD

Regulation 
Approval Certifications & Compliance TBD
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AG Neovo’s Standard Commercial Displays provide reliable and high-value solutions for everyday 
digital signage and professional environments. Designed for versatility and ease of use, these 
displays deliver crisp image quality and straightforward content playback, making them the ideal 
choice for retail stores, restaurants, corporate offices, and modern business spaces.

Slim Bezel & Modern Design

The narrow bezel design delivers a clean, sophisticated look that seamlessly integrates into any 
professional interior. Whether used for retail branding or corporate menu boards, these displays enhance 
the surrounding environment with a modern touch.

Professional Control & Connectivity

Equipped with widely used interfaces like HDMI and DisplayPort for easy connection to various media 
sources. Furthermore, the series supports Neovo Controller via LAN/RS232, allowing for professional 
remote adjustment and synchronization without complex OSD menus.

Flexible Installation

With full support for both landscape and portrait 
installations, these displays offer the flexibility 
needed to fit diverse architectural layouts. Easily 
adapt your visual strategy to suit narrow corridors, 
vertical posters, or traditional horizontal displays.

Optimal Commercial Reliability

Specifically designed for daily commercial operation, these displays offer a perfect balance of performance 
and long-term durability. Protect your investment with built-in Anti-Burn-in™ technology and anti-glare 
surfaces for consistent, distraction-free viewing in any professional setting.

PM SERIES | QM SERIES | VA SERIES

Standard 
Commercial Displays

Clear Visual Performance

Available in both 4K UHD and Full HD resolutions, 
this series ensures sharp, vibrant image quality 
for all indoor signage applications. From detailed 
text in office lobbies to vivid food photography in 
restaurants, your content is always presented with 
absolute clarity.
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Standard Commercial Displays

PM-3202 QM4303 QM5503

Panel
Panel Type LED-Backlit TFT LCD

 (VA Technology)
LED-Backlit TFT LCD 

(IPS Technology)
LED-Backlit TFT LCD

(VA Technology)

Panel Size 31.5" 42.5" 54.6"

Max. Resolution FHD 1920 x 1080 UHD 3840 x 2160 UHD 3840 x 2160

Brightness 350 cd/m² 500 cd/m² 500 cd/m²

Contrast Ratio 4000:1 4000:1 5000:1

Viewing Angle (H/V) 178°/178° 178°/178° 178°/178°

Surface Treatment Anti-Glare Treatment (Haze 2%), 
3H Hard Coating

Anti-Glare Treatment (Haze 25%), 
3H Hard Coating

Anti-Glare Treatment (Haze 25%), 
3H Hard Coating

Input HDMI 2.0 x 3 2.0 x 2 2.0 x 2

VGA 15-Pin D-Sub x 1 - -

Type-C - x 1 (w/o PD) x 1 (w/o PD)

External 
Control

IR Out 3.5 mm Phone Jack

RS232 In 9-Pin D-Sub 3.5 mm Phone Jack 3.5 mm Phone Jack

LAN RJ45 x 1 RJ45 x 1 RJ45 x 1

Other 
Connectivity USB 2.0 x 1 (Service Port / 

Media Playback)
2.0 x 1 (Service Port / 

Media Playback)
2.0 x 1 (Service Port / 

Media Playback)

Audio Audio In Stereo Audio Jack (3.5 mm) - -

Audio Out Stereo Audio Jack (RCA) Stereo Audio Jack (RCA) Stereo Audio Jack (RCA)

Internal Speakers 10W x 2 10W x 2 10W x 2

Power Power Requirements AC 100-240V, 50/60 Hz AC 100-240V, 50/60 Hz AC 100-240V, 50/60 Hz

On Mode 42W (On) 99W(On) 135W(On)

Operating 
Conditions

Temperature 0°C-40°C (32°F-104°F) 0°C-40°C (32°F-104°F) 0°C-40°C (32°F-104°F)

Humidity 20%-80% (non-condensing) 20%-80% (non-condensing) 20%-80% (non-condensing)

Mounting VESA FPMPMI Yes (100 x 100 & 200 x 200 mm) Yes (300 x 300 mm) Yes (400 x 400 mm)

Screw Type M4 x 10  mm - -

Dimensions Bezel Width - Even bezel 12.8 mm Even bezel 12.8 mm

Product w/o Base 
(W x H x D)

726.5 x 425.4 x 65.1 mm 
(28.6" x 16.8" x 2.6")

971.0 x 559.5 x 70.0 mm
 (38.2" × 22.0" × 2.8")

1238.4 x 709.2 x 70.0 mm
 (48.8" ×  27.9" × 2.8" )

Packaging (W x H x D) 818.0 x547.0 x 139.0 mm 
(32.2" x 21.5" x 5.5")

1075.0 x 652.0 x 144.0 mm 
(42.3" × 25.7" × 5.7")

1390.0 x 830.0 x 144.0 mm
(54.7" × 32.7" × 5.7")

Weight Product  w/o Base 5.7 kg (12.6 lb) 8 kg (17.6 lb) 13 kg (28.7 lb)

Packaging 7.8 kg ( 17.2 lb) 10.6 kg (23.4 lb) 17.6 kg (38.8 lb)

Regulation 
Approval

Certifications & 
Compliance

FCC, CE, LVD, UKCA, WEEE, RoHS, 
REACH, ICES-003(Issue 7)

CE, LVD, WEEE, RoHS, REACH, 
UKCA

FCC, ICES-003 Issue 7, CE, LVD, 
WEEE, RoHS, REACH, UKCA

Specifications VA-3201 VA4301 VA5501

Panel
Panel Type LED-Backlit TFT LCD

 (VA Technology)
LED-Backlit TFT LCD

 (IPS Technology)
LED-Backlit TFT LCD

 (IPS Technology)

Panel Size 31.5" 42.5" 54.6"

Max. Resolution FHD 1920 x 1080 UHD 3840 x 2160 UHD 3840 x 2160

Brightness 300 cd/m² 350 cd/m² 350 cd/m²

Contrast Ratio 4000:1 1200:1 1200:1

Viewing Angle (H/V) 178°/178° 178°/178° 178°/178°

Surface Treatment Anti-Glare Treatment (Haze25%), 
3H Hard Coating

Anti-Glare Treatment (Haze25%), 
3H Hard Coating

Anti-Glare Treatment (Haze25%), 
3H Hard Coating

Input DisplayPort x 1 - -

HDMI 1.4 x 1 2.0 x 3 2.0 x 3

VGA 15-Pin D-Sub x 1 - -

External 
Control RS232 In - 9-Pin D-Sub 9-Pin D-Sub

Other 
Connectivity USB - 2.0 x 1 (Service Port / Media 

Playback)
2.0 x 1 (Service Port / Media 

Playback)

Audio Audio In Stereo Audio Jack (3.5 mm) - -

Audio Out Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)

Internal Speakers 3W x 2 5W x 2 5W x 2

Power Power Requirements AC 100-240V, 50/60 Hz AC 100-240V, 50/60 Hz AC 100-240V, 50/60 Hz

On Mode 27W 54W (On) 80W (On)

Standby Mode < 0.5W < 0.5W < 0.5W

Off Mode < 0.3W - -

Operating 
Conditions

Temperature 5°C-35°C (41°F-95°F) 0°C-40°C (32°F-104°F) 0°C-40°C (32°F-104°F)

Humidity 20%-85% (non-condensing) 20%-80% (non-condensing) 20%-80% (non-condensing)

Mounting VESA FPMPMI Yes (100 x 100 mm) Yes (100 x 200 mm) Yes (200 x 100 mm)

Stand Tilt -5° to 8° - -

Security Kensington Security 
Slot Yes Yes -

Dimensions Product w/o Base 
(W x H x D)

714.0 x 423.7 x 54.1 mm
(28.1" x 16.7" x 2.1")

958.4 x 568.5 x 76.7 mm
(37.7" x 22.4" x 3.0")

1226.8 x 720.3 x 85.3 mm
(48.3" x 28.4" x 3.4")

Packaging (W x H x D) 799.0 x 530.0 x 140.0 mm
(31.5" x 20.9" x 5.5")

1070.0 x 650.0 x140.0 mm
(42.1" x 25.6" x 5.5")

1360.0 x 840.0 x 160.0 mm
(53.5" x 33.1" x 6.3")

Weight Product  w/o Base 5.7 kg (12.6 lb) 7.3 Kg (16.1 lbs) 10.5 Kg (23.1 Ibs)

Packaging 9.5 kg (20.9 lb) 9.9 Kg (21.8 lbs) 13.9 Kg (30.6 lbs)

Regulation 
Approval

Certifications & 
Compliance CE, LVD, WEEE, RoHS, REACH CE, LVD, UKCA, WEEE, RoHS, 

REACH
CE, LVD, UKCA, WEEE, RoHS, 

REACH
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PB SERIES

Stretched Displays

AG Neovo’s Stretched Displays feature an ultra-wide, panoramic format specifically engineered 
for digital signage in space-constrained or unconventional installations. Their compact, slender 
design enables flexible placement in locations where standard displays cannot fit, empowering 
businesses to create high-impact, efficient visual layouts in any environment.

Distinctive Ultra-Wide Format

The unique ultra-wide aspect ratio enables high-impact signage in narrow spaces and non-traditional 
layouts. It is the perfect solution for transforming architectural pillars, transit bulkheads, and confined 
corridors into dynamic digital canvases.

Android Playback & Flexible Input

Featuring an integrated Android platform, the PB Series simplifies deployment by eliminating the need for 
external media players. Coupled with HDMI and DisplayPort inputs, it offers a versatile and stable platform 
for any digital signage content.

Space-Saving Installation

The slim and compact profile is designed for 
seamless integration into retail shelves, checkout 
counters, and product display racks. Intercept your 
customers at the point of purchase with vivid, eye-
level promotional content that drives conversion.

Professional Control & Management

Fully compatible with Neovo Controller via LAN/RS232, the PB Series allows for precise hardware 
adjustment and effortless batch synchronization. Manage your unique display layouts with the same 
professional ease as a standard signage network.
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Stretched Displays

PB3701

Panel Panel Type LED-Backlit TFT LCD (IPS Technology)

Panel Size 37"

Max. Resolution 1920 x 540

Brightness 700 cd/m²

Contrast Ratio 1000 : 1

Viewing Angle (H/V) 178°/178°

Surface Treatment Anti-Glare Treatment (Haze 25%), 3H Hard Coating

Input DisplayPort 1.2 x 2

HDMI 2.0 x 2

Output DisplayPort  x 1

External 
Control

IR/RS232 In RJ45 x1

IR/RS232 Out RJ45 x1

Other 
Connectivity USB 2.0 x 1 (Service Port)

Audio Internal Speakers 5 W x 2

Power Power Requirements AC 100-240V, 50/60 Hz

On Mode 24W(On)

Standby Mode <0.5W

Off Mode 0W

Operating 
Conditions

Temperature 0°C-40°C (32°F-104°F)

Humidity 10%-90% (non-condensing)

Mounting VESA FPMPMI Yes (400 x 200 & 200 x 200 mm)

Dimensions
Bezel Width 11.9 mm (Top/Bottom)  

5.6 mm (Left/Right)

Product w/o Bracket (W x H x D) 914.9 x 280.9 x 48.8 mm (36.0" × 11.1" × 1.9")

Packaging (W x H x D) 1000.0 x 380.0 x 115.0 mm (39.4" × 15.0" × 4.5")

Weight Product w/o Base 7.2 Kg (15.9 lb)

Packaging 9.6 Kg (21.2lb)

Regulation 
Approval Certifications & Compliance CE, LVD, WEEE, RoHS, REACH, UKCA

Specifications PB3701A

Panel Panel Type LED-Backlit TFT LCD (IPS Technology)

Panel Size 37"

Max. Resolution 1920 x 540

Brightness 700 cd/m²

Contrast Ratio 1000 : 1

Viewing Angle (H/V) 178°/178°

Surface Treatment Anti-Glare Treatment (Haze 25%), 3H Hard Coating

Output HDMI  x 1

External 
Control

LAN RJ45 x 1

IR In 3.5 mm Phone Jack

Wireless Wi-Fi/Bluetooth 2.4G Wi-Fi 802.11b/g/n, BT 4.2

Embedded 
Player

OS Android 11

CPU RK3566

Memory 2G

Storage 32G

Other 
Connectivity USB

2.0 x 1 (Service Port) 
2.0 x 1(Media Playback) 
3.0 x 1(Media Playback)

Micro SD Card Slot Yes

Audio Line Out Stereo Audio Jack (3.5 mm)

Internal Speakers 5 W x 2

Power Power Requirements AC 100-240V, 50/60 Hz

On Mode 35W(On)

Standby Mode <0.5W

Off Mode 0W

Operating 
Conditions

Temperature 0°C-40°C (32°F-104°F)

Humidity 10%-90% (non-condensing)

Mounting VESA FPMPMI Yes (400 x 200 & 200 x 200 mm)

Dimensions
Bezel Width 11.9 mm (Top/Bottom)  

5.6 mm (Left/Right)

Product w/o Bracket (W x H x D) 914.9 x 280.9 x 48.8 mm (36.0" × 11.1" × 1.9")

Packaging (W x H x D) 1000.0 x 380.0 x 115.0 mm (39.4" × 15.0" × 4.5")

Weight Product w/o Base 7.2 kg (15.9 lb)

Packaging 9.6 kg (21.2 lb)

Regulation 
Approval Certifications & Compliance CE, LVD, WEEE, RoHS, REACH, UKCA
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PF-55H

Panel Panel Type LED-Backlit TFT LCD (MVA Panel)

Panel Size 55”

Max. Resolution 1080 x 1920 (FHD)

Pixel Pitch (H x W) 0.63 x 0.63 mm

Brightness 700 nits

Contrast Ratio 4000:1 (Typical)

Viewing Angle 178o /178o (Typical)

Viewable Size (H x V) 1209.6 x 680.4 mm

Display Colour 16.58M

Response Time 6.5 ms (GTG)

Input VGA 15-Pin D-Sub

HDMI HDMI X 1

DVI 24-Pin DVI-D

USB USB Port USB x 1

Audio Audio in Audio jack.3.5 Ø

Audio out Audio jack.3.5 Ø

Speaker 10W x 2

Power Power Supply AC 100~240V, 50/60Hz

Power Consumption <170W (Typical)

Operating 
Conditions

Temperature 0°C ~ 40°C (32°F~104°F)

Humidity 20%~80% (No condensation)

Storage 
Conditions

Temperature -10°C ~ 50°C (14°F~122°F)

Humidity 20%~80% (No condensation)

Dimensions Display (H x W x D) 1975 x 815 x 67 mm (77.76” x 32.09” x 2.64”)

Base 46 x 815 x 651 mm (1.81” x 32.09” x 25.63”)

Packaging (H x W x D) 2050 x 930 x 770 mm (80.71” x 36.61” x 30.31”)

Weight Net 105 kg (231 lbs)

Packing 115 kg (254 lbs)

Regulation 
Approval

Certifications & 
Compliance CE, RoHS, WEEE, REACH

Accessories Supplied Power cable 100~240V (1.8m) x 1  /User Manual, HDMI cable x 1

Optional IPC

AG Neovo’s Kiosk Displays are purpose-built for high-impact information delivery 
in high-traffic environments. Combining a sleek, standalone form factor with 
industrial-grade durability, they are the ideal solution for shopping malls, hotel 
lobbies, transportation hubs, and modern public spaces.

Digital Kiosks Displays

Specifications

Digital Kiosks Displays
PF SERIES

Freestanding & Flexible Placement

The independent, freestanding design allows for strategic placement in entrances, lobbies, and concourses. 
Position your message exactly where it matters most without the need for complex wall mounting or 
architectural modifications.

High-Brightness Visibility

High-brightness panels ensure that 
your content remains vivid, sharp, and 
easily readable even in brightly lit indoor 
environments, such as glass-roofed atriums, 
busy transit stations, and commercial 
showrooms.

Robust Metal Housing with 
Glass Protection

Engineered to withstand the rigors of high-
traffic areas, the PF Series features a solid metal 
enclosure and 9H tempered glass. This “armored” 
protection ensures hardware security and long-
term durability against accidental impact or 
environmental wear.
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Neovo Manager is a professional, cloud-based platform designed 
for large-scale and cross-location deployments. It empowers 
operations managers and IT teams to maintain total control over 
their entire display network—anytime, anywhere.

Remote Intelligence for Global Signage Networks

Intelligent 
Management Ecosystem

Centralized Control Over 
Multiple Displays

Manage, configure, and monitor 
hundreds of displays across 
different cities or countries from 
a single, secure web dashboard.

Real-Time Device 
Intelligence

Instantly view device status 
and core system metrics to 
preemptively address issues 
before they impact your 
business.

Operational Automation

Schedule power cycles, reboots, 
and source switching across your 
entire fleet to ensure consistent 
performance and energy 
efficiency.

Instant Remote Updates

Deploy APKs and adjust system 
settings remotely, ensuring your 
latest brand message or software 
version is live everywhere at 
once.

(Exclusively integrated with NSD / DS Series)

Neovo Manager  |  Cloud-Based Device Management
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Streamlined Setup & Calibration for Professional Integrators

Intuitive Graphical Interface

Replace complex button-pushing and physical remotes with a user-friendly PC-based dashboard for faster, 
more accurate hardware adjustment.

Instant Batch Synchronization

Set visual parameters (brightness, color, 
contrast) on one display and sync them across 
all connected screens in the local network with 
a single click.

Multi-Protocol Connectivity

Seamlessly communicate with your displays 
via LAN or RS232 connections, fitting perfectly 
into any professional AV infrastructure.

Efficient On-Site Testing

Rapidly verify input sources and signal integrity during the crucial deployment and maintenance phases.

(Compatible with PD, QM, PM, VA, PB Series)

Designed specifically for system integrators and 
on-site technical teams, Neovo Controller provides 
a professional alternative to cumbersome OSD 
menus. It simplifies the complexity of setting up 
and maintaining professional display environments.

Neovo Controller  |  Local Precision Management 
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Mounting solutions and accessories support flexible installation for various display applications.
AG Neovo provides a range of brackets, mounts, and installation kits designed for reliable and 
efficient deployment.

CMP-01+ LMK-01 CMP-01+LMK-02 CMP-01+WMK-03

Mounting VESA Standard Max. 725.0 x 450.0 mm Max. 440 x 330 mm 100 x 100 mm /
200 x 100 mm / 200 x 200 mm

Load  
Capacity Weight Limit 60.0 kg  (132.3 lb) Per side 60.0 kg  (132.3 lb) Per side 60.0 kg  (132.3 lb) Per side

Adjustment
Swivel 360° 360° 360°

Height 924.0–1424.0 mm
(36.4”–56.1”)

924.0–1424.0 mm
(36.4”–56.1”)

924.0–1424.0 mm  
(36.4”–56.1”)

Exterior
Material Steel Steel Steel

Colour Black Black Black 

Dimensions

Net (W x H x D) 788.0 x 1,424.0 x 401.0 mm 
(31.0” x 56.1” x 15.7”)

508.0 x 1,424.0 x 338.0 mm 
(20.0” x 56.1” x 13.3”)

248.0 x 1,424.0 x 216.0 mm 
(9.8” x 56.1” x 8.6”)

Packing 
(W x H x D)

CMP-01 Box: 
975.0 x 270.0 x 229.0 mm

(38.4” x 10.6” x 9.0”)

LMK-01 Box: 
836.0 x 245.0 x 54.0 mm

(32.9 “ x 9.7” x 2.1”)

CMP-01 Box: 
975.0 x 270.0 x 229.0 mm 

(38.4”x10.6”x9.0”)

LMK-02 Box: 
556.0 x 245.0 x 54.0 mm  

(21.9” x 9.6” x 2.1”)

CMP-01 Box: 
975.0 x 270.0 x 229.0 mm  

(38.4” x 10.6” x 9.0”)

WMK-03 Box: 
244.0 x 267.0 x 54.0 mm  

(9.6” x 10.5” x 2.1”)

Weight
Net Weight 11.9 kg (24.9 lb) 10.6 kg (23.4 lb) 9.0 kg (19.8 lb)

Gross Weight 13.7kg (30.2 lb) 12.1 kg (26.8 lb) 10.1 kg (22.3lb)

Ceiling Mounts

Accessories

ES-02

Mounting VESA Standard� 75 x 75 mm / 100 x 100 mm 

Loading Weight Capacity 2.0–8.0 kg (4.4–17.6 lb)

Adjustment

Rotation 90° (Landscape/Portrait)

Swivel 360°

Tilt -5° to 25°

Exterior
Material� Plastic

Colour Black

Dimensions
Net (W x H x D)� 222.0 x 432.0 x 252.0 mm (8.7” x 17.0” x 9.9”)

Packing (W x H x D)� 260.0 x 95.0 x 460.0 mm (10.2” x 3.7” x 18.1”)

Weight
Net Weight 3.2 Kg(7.0 lb)

Gross Weight 3.6 kg (7.9 lb)

Desk Mounts

Accessories 



AG NEOVO DIGITAL SIGNAGE             3736	 PRODUCT CATALOGUE                  

LMA–01 LMA–02

Mounting VESA Standard� Max. 400 x 400 mm� Max. 600 x 400 mm

Load  
Capacity Weight Limit 35.0 kg (77.2 lb) 50.0 kg (110.2 lb)

Adjustment
Swivel -90° to 90° 60° / 60°

Tilt -15° to 15° -20° to +10°

Extension
Max. Distance to Wall 562.0 mm (22.1”) 510.0 mm (16.7”)

Min. Distance to Wall 105.0 mm (4.1”) 64.0 mm (2.1”)

Exterior
Material� Steel, Aluminium alloy, �Plastic Steel

Colour Black & Silver Black

Dimensions
Net (W x H x D)� 500.0 x 450.0 x 105.0 mm �(19.7” x 17.7” x 4.1”) -

Packing (W x H x D)� 624.0 x 124.0 x 460.0 mm �(24.6” x 4.9” x 18.1”) 700.0 x 222.0 x 70.0 mm (27.6” x 8.7” x 2.8”)

Weight
Net Weight 8.3 kg (18.4 lbs) 7.0 Kg (15.4 lb)

Gross Weight 9.3 kg (20.4 lb) 7.5 Kg (16.6 lb)

Wall Mounts

Accessories

FMC–06 FMC–07

Mounting
Display 55”-86” Displays 55”-86” Displays

VESA Standard Max. 800 x 600 mm Max. 900 x 600 mm (35.4” x 23.6”)

Load
Capacity Weight Limit 100.0 kg (220.4 lb) 100.0 kg (220.5 lb)

Adjustment Height Max. 1450.5 mm (57.1”) 
Min. 1270.5 mm  (50.0”) Max. 1595 mm (62.7”)

Base 
Adjustment Rotate 360° 360°

Exterior
Material� Metal, Plastic Spcc and Aluminium

Colour Grey (Bracket), Black (Hanging Plate & Wheels) Silver

Dimensions

Net (W x H x D)� 1160 × 1597 × 661 mm 
(45.7” x 62.9” x 26.0”)

1240.0 ×1595.0 × 750.0 mm
(48.8” x 62.8” x 29.5”)

Packing (W x H x D) 1625 × 160 x 765 mm 
(64.0” x 6.3” x 30.1” )

1300.0 ×820.0 ×130.0 mm 
(51.1” x 32.3” x5.1”)

Weight
Net Weight 18.0 kg (39.7 lb) 19.8 kg (43.7 lb)

Gross Weight 23.0 kg (50.7 lb) 23.0 kg (50.7 lb)

Floor Mounts
FMC-03+LMK-04 FMC-04+LMK-04

Mounting
Display 55”-90” Displays 55”-98” Displays

VESA Standard Max. 800 x 600 mm Max. 800 x 600 mm

Load
Capacity Weight Limit 85.0 kg (187.4 lb) 125 kg (275.6 lb)

Adjustment Height Max. 1450.5 mm (57.1”) 
Min. 1270.5 mm  (50.0”) Max. 1810 mm (71.3”)

Base 
Adjustment Rotate 360° 360°

Exterior
Material� Aluminium and Steel Aluminium and Steel

Colour Dark Grey, Silver and Black Dark Grey, Silver and Black

Dimensions

Net (W x H x D)� 1100.0 x 2133.0 x 662.5 mm 
(43.3” x 84.0” x 26.1”)

1400.0 x 2125.0 x 800.0 mm 
(55.1” x 83.7” x 31.5”)

Packing (W x H x D)

FMC-03: 1200.0 x 2050.0 x 800.0 mm 
(47.2” x 80.7” x 31.5”) 

LMK-04: 930.0 x 280.0 x 80.0 mm 
(36.6” x 11.0” x 3.1”)

FMC-04: 1550.0 x 2100.0 x 860.0 mm 
(61.0” x 82.7” x 33.9”) 

LMK-04: 930.0 x 280.0 x 80.0 mm 
(36.6” x 11.0” x 3.1”)

Weight

Net Weight FMC-03: 59.8 kg (131.9lb) 
LMK-04: 9.0 kg (19.8lb)

FMC-04: 68.0 kg (149.9 lb) 
LMK-04: 9.0 kg (19.8lb)

Gross Weight FMC-03: 80.0 kg (176.4 lb) 
LMK-04: 10.7 kg (23.6 lb)

FMC-04: 85.0 kg (176.4 lb) 
LMK-04: 10.7 kg (23.6 lb)

Floor Mounts

PMK–01

Mounting VESA Standard� 75 x 75 mm / 100 x 100 mm

Loading Weight Capacity 14.0 kg (30.9 lb)

Adjustment

Rotation 270°

Swivel -90° to 90°

Tilt -90° to 90°

Exterior
Material� Steel and die-cast aluminium

Colour Black

Dimensions
Net (W x H x D)� 115.0 x 115.0 x 131.0 mm (4.5” x 4.5” x 5.2”)

Packing (W x H x D)� 120.0 x 120.0 x 145.0 mm (4.8” x 4.8” x 5.7”)

Weight
Net Weight 1.5 kg (3.3 lb)

Gross Weight 1.6 kg (3.5 lb)

Wall Mounts
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Wall Mounts

Wall Mounts

WMA–01 WMK–03 WMK–01

Mounting VESA Standard� 75 x 75 mm / 100 x 100 mm /� 
200 x 100 mm / 200 x 200 mm

100 x 100 mm / 200 x 100 mm / � 
200 x 200 mm 75 x 75 mm / 100 x 100 mm�

Load  
Capacity Weight Limit 25.0 kg (55.1 lb) 60.0 kg (132.3 lb) 18.0 kg (40.0 lb)

Adjustment
Swivel -90° to 90° – –

Tilt -15° to 15° 0° to 15° –

Exterior
Material Steel, Aluminium alloy, Plastic Steel Steel

Colour Black & Silver Black Black 

Dimensions
Net (W x H x D)� 345.0 x 285.0 x 469.0 mm

(13.6” x 11.2” x 18.5”)
248.0 x 230.0 x 45.0 mm�

(9.8” x 9.1” x 1.8”)
130.0 x 140.0 x 20.0 mm

�(5.1” x 5.5” x 0.8”)

Packing (W x H x D)� 347.0 x 98.0 x 327.0 mm
(13.7” x 3.9” x 12.9”)

244.0 x 55.0 x 267.0 mm
�(9.6” x 2.1” x 10.5”)

135.0 x 175.0 x 27.0 mm
�(5.3” x 6.9” x 1.1”)

Weight
Net Weight 3.1 kg (6.9 lb) 2.2 kg (4.9 lb) 0.36 kg (0.79 lb)

Gross Weight 3.9 kg (8.5 lb) 2.3 kg (5.1 lb) 0.42 kg (0.93 lb)

WMK-04* 
Exclusive designed for NSD-5503, NSD6503 and DS5551U

WMK–05

Mounting VESA Standard� 180 mm 200-400 mm

Load  
Capacity Weight Limit 30.0 kg (66.15 lb) 75.0 kg (165.345 lbs)

Exterior
Material Steel Steel, Aluminum

Colour Black Black

Dimensions
Net (W x H x D)� 484.0 x 96.2 x 13.7 mm (19.0” x 3.78” x 0.53”) 530.0 x 250.0 x 9.5 mm (20.87” x 9.84” x 0.37”)

Packing (W x H x D)� 610.0 x 105.0 x 24.0 mm (24.0” x 4.13” x 0.94”) 535.0 x 149.0 x 30.0 mm (21.06” x 5.87” x 1.18”)

Weight
Net Weight 1.48 kg (3.3 lb) 1.26 kg (2.77 lb)

Gross Weight 1.6 kg (3.5 lb) 1.45 kg (3.19 lb)

Wall Mounts

Desk Mounts

LMK–01 LMK–02 LMK–03

Mounting VESA Standard� Max. 725 x 450 mm� Max. 440 x 330 mm� Max. 800 x 500 mm�

Load  
Capacity Weight Limit 80.0 kg (176.4 lb) 80.0 kg (176.4 lb) 100.0 kg (220 lb)

Adjustment Tilt -15° to 0° 0°, 5°, 10°, 13°, 15° -15° to 15°

Exterior
Material Steel Steel Steel

Colour Black Black Black 

Dimensions
Net (W x H x D)� 788.0 x 490.0 x 48.0 mm�  

(31.0” x 19.3” x 1.9”)
508.0 x 368.0 x 48.0 mm  �

(20.0” x 14.5” x 1.9”)
840.0 x 574.0 x 75.0 mm 

(33.1” x 22.6” x 3.0”)

Packing (W x H x D)� 836.0 x 245.0 x 54.0 mm�  
(32.9” x 9.6” x 2.1”)

556.0 x 245.0 x 54.0 mm
(21.9” x 9.7” x 2.1”)

854.0 x 289.0 x 274.0 mm
(33.6” x 11.4” x 10.8”)

Weight
Net Weight 5.1 kg (11.2 lb) 3.8 kg (8.3 lb) 4.4 kg (9.6 lb)

Gross Weight 5.9 kg (13.0 lb) 4.4 kg (9.6 lb) 5.1 kg(11.3 lb)

DTS–01 DMC–01

Mounting VESA Standard Max. 400 x 400 mm 75 x 75 mm / 100 x 100 mm

Loading Weight Capacity 40.0 kg (88.0 lb) 10.0 kg (22.0 lb)

Adjustment
Mounting  (Bracket)

Rotation – 360°

Height 515.0 mm / 585.0 mm / 655.0 mm 
(20.3” / 23.0” / 25.8”) -

Swivel – 90° / 90°

Tilt -10° to 5° -20° to 90°

Adjustment (Arm)
Lift – 315.0 mm of Increment (-30° - 65°)

Swivel – 360°

Exterior
Material� Metal and Black Tempered Glass Pedestal Steel, Aluminum Alloy, Plastic

Colour Black Black & Silver

Dimensions

Net (W x H x D)� 550.0 x 655.0 x 280.0 mm 
(21.7” x 25.8” x 11.0”)

620.0 x 656.0 x 158.0 mm
 (24.4” x 25.8” x 6.2”)

Packing (W x H x D) 620.0 x 360.0 x 95.0 mm 
(24.4” x 14.2” x 3.7”)

463.0 x 143.0 x 218.0 mm 
(18.2” x 5.6” x 8.6”)

Weight
Net Weight 6.2 kg (13.7 lb ) 3.0 kg (6.6 lb)

Gross Weight 6.8 kg (14.9 lb) 3.9 kg (8.6 lb)

Accessories
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