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25th Years and Beyond

In the past two decades, AG Neovo has been a
beacon of professionalism and reliability in the
world of visual technology. Our journey has been
marked by a steadfast commitment to providing
top-tier products for a multitude of applications.
From video surveillance and healthcare to
transport and retail, our solutions have been
integral in various industries. We take great pride
in knowing that our products have consistently
met the diverse needs of our customers, aiding
in their success and growth. Each AG Neovo
display reflects our dedication to quality, resilience,
and performance, standing as a testament to
our enduring commitment to excellence in every

application.

Looking to the future, AG Neovo is poised to

not only continue delivering high-quality visual
products and solutions but also to enhance the
efficiency and effectiveness of our customers'
operations. Our vision for the beyond is to be more
than a provider; we aim to be a partner in progress,
adapting and evolving to meet the ever-changing
demands of the industries we serve. By integrating
innovative technology with user-centric design,
our solutions will focus on boosting efficiency,
facilitating seamless communication, and fostering
engagement. As we move forward, AG Neovo

is committed not only to advancing our product
quality but also to enhancing operational efficiency

tailored to our customers' specific environments.
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Why Choose AG Neovo for
Video Surveillance

AG Neovo provides a comprehensive range of high-quality monitors and displays tailored

for video surveillance solutions. Whether you need professional-grade equipment for high-

security scenarios in demanding environments or essential visual products for standard

surveillance applications, our offerings are designed to deliver both analogue and digital

options that perform reliably and durably, ensuring longevity, superior visual clarity, and

security at all times.

@ Commercial-Grade

Materials

AG Neovo's products are built using commercial-
grade materials, ensuring that our displays meet
the rigorous demands of video surveillance
environments. This guarantees long-lasting
performance, making our displays ideal for

continuous surveillance operations.

Reliable Visual
Performance

AG Neovo's products consistently deliver high-
quality image and video performance, even in
challenging environments. With multiple Colour
modes, our solutions ensure clear and accurate
visuals tailored to meet your specific surveillance
needs.

2025 PRODUCT CATALOGUE

Durability and
Longevity

Our products offer exceptional durability to
withstand harsh conditions. Easy to install,
maintain, and built to last, they minimize the need
for frequent replacements or repairs, ensuring
smooth and reliable operation even in the most

demanding environments.

Flexible
Installations

Our equipment is designed for easy deployment,
adapting to various installation environments with
flexibility. Whether you're working in tight spaces
or under challenging conditions, our solutions
ensure reliable operation and maintain their
effectiveness.

@
0>=7/) Expert Support

AG Neovo provides comprehensive support, from
smooth installation to ongoing troubleshooting
and maintenance, ensuring your surveillance
systems operate at their best at all times.

@ NDAA

NDAA

Compliance Com pl ia nt

AG Neovo offers trusted, National Defense
Authorization Act (NDAA) Section 889-compliant
LCD monitors, crafted to meet the highest
standards of compliance and reliability for

professional surveillance.

AG NEOVO SECURITY DISPLAYS 5



Engineered Visual Products
for Environmental-Specific

Demands

AG Neovo designs video surveillance solutions tailored to meet the unique challenges of

various environments, ensuring reliable performance and seamless integration across control

centres, public, and private spaces.

Control Centre Environments

Today's control centres are becoming increasingly
sophisticated, requiring equally advanced security
and surveillance systems to operate effectively

in complex settings, including security detection,
facility management, utility oversight, and building
automation. To meet the demands of these modern
surveillance and security environments, our products
offer versatile connectivity and support for multiple
video and audio formats, ensuring seamless
integration with existing systems.

=
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Private and Public Environments

Railway stations, retail stores, banks, campus guard rooms, and other public and private commercial spaces
are increasingly installing front-end displays to deter tampering and other criminal activities. AG Neovo is

at the forefront of these surveillance display innovations. Our products are designed for flexible installations,
including inverted setups, and feature durability-focused designs with anti-dust capabilities, heat resistance,
and multi-layer scratch coatings. These features ensure easy maintenance, even in hazardous areas.

The advanced versatility of our products offers endless application possibilities across a wide range of
environments.
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Cutting-Edge
NeoV™ Optical Glass

08

Water and Dust Resistance

Designed specifically to address the challenges of extreme conditions, NeoV™ Optical

Glass is a specially formulated, hardened optical glass - with proprietary multilayer coating -
to enhance image quality and protect the panel from any incidental damage incurred in NeoV™ Optical Glass protects panels from

high-volume environments. dust and water and prolongs displays life

performance in dusty and damp environments.

Enhanced Strength
and Quality

NeoV™ Optical Glass is crafted through

Withstand Alcohol, Acid,
and Alkali Solutions

a stringent manufacturing process that
hardens the glass, enhancing its strength

and quality to provide superior protection NeoV™ Optical Glass protects panels from dust

for the monitor panel. This advanced and water and prolongs displays life

technology ensures that the display H?Me}s{ performance in dusty and damp environments.
remains shielded against various forms /4
of potential damage, making it ideal for

demanding environments.

Anti-Reflection

The NeoV™ Optical Glass possesses a multi-
layer coating. It is capable of decreasing glare
and reflection from 8% to 0.86%, which results
in a 89.3% visual improvement.

6 MOHS HARDNESS 9H SURFACE HARDNESS IKO7 IMPACT RESISTANCE C°“ff“ﬁ°"""l ”"a_‘\m"’“ Ne"MOp““‘l Hard Glass
The glass achieves a 6 on the Mohs The coated surface of NeoV™ Optical Engineered to withstand significant . . 100%
«
hardness scale, comparable to the Glass reaches 9H, the highest grade impacts, the NeoV™ Optical Glass Improved VIeWIng Comfort /
hardnfass of olrthoclase feldspar.or a on the pencil ha.rdness scale, providing meets' ‘Fhe IKO7 sFan'd'ard., ensuring Through NeoV™ Optical Glass, bright, vivid colours 91.45%*/ == . 3 -a%
steel file, offering robust protection unparalleled resistance to scratches. durability and reliability in tough . . . o N
against dirt, repetitive touching, and conditions. are less harsh, reducing eye fatigue during extended - )
Other everyday hazards. readlng perIOdS' Remark: the absorption of glass: 0.54%
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Patented Anti-Burn-in"

Technology

Expressly designed and tested for digital signage environments, AG Neovo's patented

Anti-Burn-in™ technology effectively addresses the LCD monitor burn-in effect, otherwise

known as ghost images on the screen.

Efficient for 24/7 Operation

|deal for 24/7 Security and surveillance
scenarios, this technology ensures that displays
remain in optimal condition, providing reliable

performance around the clock.

10 2025 PRODUCT CATALOGUE

Continuous Display

Ensures uninterrupted display by imperceptibly
shifting the image for 15 seconds every 8 hours
rather than using a screensaver function.

This subtle adjustment prevents burn-in while
maintaining continuous display.

b

{

Effortless Integration

The Anti-Burn-in™ function is built-in and ready for
use with no extra effort required from the user. It
is virtually unnoticeable when applied, ensuring a

seamless visual experience.

Longevity

It guarantees the full life operation of the display
by eliminating the possibility of damage caused

by image burn-in. This protection secures users'
0 investment by extending the display's longevity.

4
" " 4
| TestPoint

Anti-Burn-in™ Technology

The Anti-Burn-in™ technology prevents burn-in on monitors, ensuring there are no ghost images left on
the screen. The innovative design can be turned ON or OFF as desired, ensuring that static images do
not leave permanent marks on the display, prolonging its usable life.

=

(w/o Anti-Burn-in™ Technology)
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Image Quality Designed
for Video Surveillance

AG Neovo is committed to delivering superior performance specifically tailored for video
surveillance needs. Our innovative features ensure that image quality is maintained across

various surveillance conditions:

NORMAL CCTV MODE

CCTV Mode

Optimised for surveillance, CCTV Mode enhances image clarity and detail, making it easier to monitor and

analyse footage in real-time.

12 2025 PRODUCT CATALOGUE

NORMAL SUPER RESOLUTION

Super Resolution

This feature upscales lower-resolution images to display finer details, providing sharper and clearer visuals

that are crucial for accurate surveillance.

NORMAL DARK

100% BRIGHTNESS

NIGHT MODE DARK

Night Mode

Specially designed for low-light conditions, such as those in marine environments, Night Mode reduces
glare and adjusts brightness to enhance visibility while maintaining balanced and detailed images, even in

the dark.

AG NEOVO SECURITY DISPLAYS 13
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4K Professional TestPoint

SeG’Urity Pisp[a”ys,

Craftsmanship and Quality

YOURIT SOLUTTONGEEERE R Proudly manufactured in Taiwan, the TTN-
Series epitomizes top-tier production quality.
This commitment guarantees a product that
not only integrates advanced technology but
also offers peerless durability and reliability,

standing out in the most challenging

o

situations.

Superior Backside
Endurance

Fortified with an IK10-rated housing, the TTN-Series
offers unrivaled protection against vandalism, ideal for
use in public spaces and areas without supervision.

Efficient Control & PID Software Compatibility

RS232 and LAN interfaces offer centralised control and remote management, enhancing functionality and
adaptability of complex systems. This feature facilitates streamlined operations across surveillance centres,

integrating seamlessly with PID software.

Unyielding Reliability and Durability

The TTN-Series LCD display is engineered for critical surveillance in environments like
transportation hubs, retail stores, and manufacturing sites, offering exceptional operational
excellence 24/7. Its robust construction ensures longevity, and its comprehensive connectivity

alongside advanced remote management capabilities streamline operations. Designed
specifically for crucial surveillance and property security, the TTN-Series delivers crystal-clear,

detailed video footage with 4K resolution, boosting security efficacy in demanding conditions.

AG NEOVO SECURITY DISPLAYS 15
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Exceptional Front Optimal Image Quality Assurance for Video Surveillance
Glass Protection

Consistent Clarity & : %‘

Extended Lifespan  “|,

The front panel is enhanced with IK0O8

hardness glass, providing superior scratch
resistance and maintaining clarity and :
Anti-burn-in™ technology prevents static image

resilience over time.

degradation, preserving image quality over time and

maintaining the clarity and accuracy of surveillance
footage, critical for security analysis and decision-
making.

Round-the-Clock
Reliability

With specialised public information display

Night Surveillance Enhancement

panels, our LCD displays are engineered for 24/7

continuous operation, embodying resilience and The TTN-Series enhances black levels to reveal details

in night-captured surveillance footage, ensuring even

ensuring your operations are uninterrupted. — R
- /”’/ ) . \q\:‘;‘; - S.Cj.nes. retchorded :[ nigh: a.re presdented| vv.ith clarity,
// / 1 1\ \\ aiding in thorough monitoring and analysis.
SEAMLESS INTEGRATION AND ENHANCED CONTROL FOR SUPERIOR SURVEILLANCE Sharper |mages & |mpr0ved
Recognition
ﬁ By increasing image sharpness and detail, the TTN-

BNC INPUT Series facilitates easier identification of texts, objects, and
activities within the surveillance footage, a critical factor in
accurate surveillance and security operations.

CCTV CAMERA
Optimal Brightness for
Clear Visibility
Designed with optimal brightness levels
. to ensure clear visibility in various lightin
Effortless BNC Loop-Through Expansion > 1 n Yorions 199
conditions. Whether in bright daylight or dim
The TTN-Series BNC loop-through enables quick and efficient signal extension to multiple devices, ensuring environments, the enhanced brightness keeps
continuous image display across monitors, even if one connection fails. Ideal for maintaining seamless surveillance footage visible and detailed, aiding
surveillance in large-scale setups. effective monitoring and decision-making.

16 2025 PRODUCT CATALOGUE AG NEOVO SECURITY DISPLAYS 17
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4K PROFESSIONAL DISPLAYS
FOR VIDEO SURVEILLANCE

Specifications TTN-SERIES
TTN-3201 TTN-4301 TTN-5501
Panel Panel Tvoe LED-Backlit TFT LCD LED-Backlit TFT LCD LED-Backlit TFT LCD
yp (IPS Technology) (IPS Technology) (IPS Technology)
Panel Size 315" 430" 55.0"

Max. Resolution

FHD 1920 x 1080

UHD 3840 x 2160

UHD 3840 x 2160

Brightness 450 cd/m? 450 cd/m? 400 cd/m?

Contrast Ratio 1000:1 1200:1 1200:1

Viewing Angle (H/V) 178°/178° 178°/178° 178°/178°

Display Colour 16.7M 1.07B 1.07B

Response Time 5ms 5ms 5ms
Input

HDMI 20x1 20x1 20x1

DVI DVI-D x 1 DVI-D x 1 DVI-D x 1

VGA 15-Pin D-Sub x 1 15-Pin D-Sub x 1 15-Pin D-Sub x 1

Composite (CVBS) BNC x1 BNC x1 BNC x 1
Output Composite (CVBS) BNC x1 BNC x1 BNC x 1
External . . .

RS232 In 9-Pin D-Sub x 1 9-Pin D-Sub x 1 9-Pin D-Sub x 1
Control

LAN RJ45 x 1 RJ45 x 1 RJ45 x 1
Audio Audio In Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)

x1 x1 X1
Audio Out Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)
x1, S/PDIF x 1 x 1, S/PDIF x 1 x1, S/PDIF x 1

Internal Speakers 10W x 2 12W x 2 12W x 2
Power

Power Supply Internal Internal Internal

Power Requirements

AC 100-240V, 50/60 Hz

AC 100-240V, 50/60 Hz

AC 100-240V, 50/60 Hz

On Mode

50 W

82 W (On)

112 W

Anti-Burn-in™

EcoSmart Control

IP Rating

Front-Sided P22

Front-Sided P22

Front-Sided IP22

Housing

IK10

IK10

IK10

AG NEOVO SECURITY DISPLAYS



Multi-screen Viewer;

4K Security Displays With 1 Display, 4 Screens
NeoV™ Optical Glass T

viewer can display up to four full HD screens

simultaneously from four different input
QX-SERI ES J sources. This advanced feature allows it to

replace a typical four monitor setup and

delivers four-quadrant viewing at crisp and , , ,
Mult-screen viewer allows all 4 signal sources being

true Full HD content. displayed in 4 screens simultaneously

Industry-leading Reliability

* Designed for 24/7 operation, these durable

HeatControl
Sensor

metal-housed displays protected with
NeoV™ Optical Glass take advantage of
superior components to ensure a long
product lifetime. Its integrated HeatControl
sensors automatically activate the internal
cooling fans, which is crucial when the

temperature rises in mission-critical

installations.

Easy Control and Integration

With built-in RS-232 and Ethernet control capabilities, the
QX-Series is easy to control, making integration a breeze.

Whether it is a local serial management connection or a
remote network installation, the display can be managed

Designed for high-resolution security systems

in multiple scenarios and applications.

The QX-Series 4K surveillance display is designed for high-resolution security systems.
Multi-screen viewing enables the simultaneous display of multiple signals with up to 4 split
screens. In addition to simplifying hardware setup by enabling the use of one display in place

of four 1080p monitors, the QX-Series provides the gain in clarity required for real-time and

up-close monitoring in traffic management centres, casinos, emergency operations centres

and other public installations.

20 2025 PRODUCT CATALOGUE AG NEOVO SECURITY DISPLAYS 21



QXx-28 QX-32
Panel Panel Type LED-Backlit TFT LCD (TN Technology) LED-Backlit TFT LCD (VA Technology)
Panel Size 279" 320"

Max. Resolution

UHD 3840 x 2160

UHD 3840 x 2160

Brightness

300 cd/m?

350 cd/m?

Contrast Ratio

20,000,000:1 (DCR)

20,000,000:1 (DCR)

Viewing Angle (H/V) 170°/160° 178°/178°
Display Colour 1.07B 1.07B
Response Time 3 ms 5ms
Input DisplayPort 12x1 12x1
HDMI 20x1 20x1
DVI DVI-D x 1 DVI-D x 1
VGA 15-Pin D-Sub x 1 15-Pin D-Sub x 1
External RS232 In 9-Pin D-Sub x 1 9-Pin D-Sub x 1
Control
LAN RJ45 x 1 RJ45 x 1
Audio . . .
Audio In Stereo Audio Jack (3.5 mm) x 1 Stereo Audio Jack (3.5 mm) x 1
Internal Speakers 3W x 2 10W x 2
Power
Power Supply External Internal
Power Requirements DC 12V, 3.4A AC 100-240V, 50/60 Hz
On Mode 29W (On) 501W (On)

Anti-Burn-in™

NeoV™ Optical Glass

Ergonomic Stand

EcoSmart Control

PiP/ PbP

22 2025 PRODUCT CATALOGUE

4K SECURITY DISPLAYS WITH NEOV™ OPTICAL GLASS

QXx-43 QX-55
Panel Panel Type LED-Backlit TFT LCD (VA Technology) LED-Backlit TFT LCD (VA Technology)
Panel Size 425" 54.6"

Max. Resolution

UHD 3840 x 2160

UHD 3840 x 2160

Brightness

500 cd/m?

450 cd/m?

Contrast Ratio

20,000,000:1 (DCR)

20,000,000:1 (DCR)

Viewing Angle (H/V) 178°/178° 178°/178°

Display Colour 16.7M 1.07B

Response Time 5ms 5ms
Input DisplayPort 12x1 12x1

HDMI 20x1 20x1

DVI DVI-D x 1 DVI-Dx 1

VGA 15-Pin D-Sub x 1 15-Pin D-Sub x 1
External RS232 In 9-Pin D-Sub x 1 9-Pin D-Sub x 1
Control

LAN RJ45 x 1 RJ45 x 1
Audio : . )

Audio In Stereo Audio Jack (3.5 mm) x 1 Stereo Audio Jack (3.5 mm) x 1

Internal Speakers 10W x 2 10W x 2
Power

Power Supply Internal Internal

Power Requirements

AC 100-240V, 50/60 Hz

AC 100-240V, 50/60 Hz

On Mode 63.5W (On) 96.2W (On)
Anti-Burn-in™ ° °
NeoV™ Optical Glass ° °
ErgonomicStand - -
EcoSmart Control o o
PiP/ PbP ° °
AG NEOVO SECURITY DISPLAYS 23
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4K Security Displ:

~ SMQ-SERIES

nt- ak WEZ YN
Burn-in ULTRA HD Black Level
Gamma Alignment

Tailor-Made for Reliability

The SMQ-Series is a durable surveillance display compatible with both analogue and digital
surveillance systems. It provides 24/7 nonstop operation in the control rooms and presents
crisp 4K video footage, especially when zooming in on the images for further detail checking.

This level of image quality promotes more efficient and accurate video surveillance analysis.

The SMQ-Series security display adopts a commercial-
grade panel and incorporates high-quality components
to ensure 24/7 continuous operations. Furthermore,
the patented Anti-burn-in™ Technology adds another
protection level in mission-critical environments.

24 2025 PRODUCT CATALOGUE

Superior Compatibility

The SMQ-Series is a large-scale 4K surveillance display with built-in BNC and HDMI connections that
supports both legacy systems wired over BNC and the 4K digital CCTV systems to display videos.

DVR/NVR

Coaxial Cable

@ HDMI Cable

Analogue Camera

IP Camera

ANALOGUE SYSTEM DIGITAL SYSTEM

Easy Control and Integration

The built-in RS232 / LAN connections and AG Neovo PID command & Ctrl software allow you to easily control,
configure and maintain multiple-display installations in a simple and intuitive way. The software provides
intuitive web and mobile interfaces for remote management and OSD-related settings.

PID COMMAND & CTRL

AG NEOVO SECURITY DISPLAYS 25
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SMQ-4301 SMQ-5501
Panel Panel Tvoe LED-Backlit TFT LCD LED-Backlit TFT LCD
yp (IPS Technology) (IPS Technology)
Panel Size 43" 54.6"

Max. Resolution

UHD 3840 x 2160

UHD 3840 x 2160

Brightness 350 cd/m? 350 cd/m?
Contrast Ratio 1200:1 1200:1
Viewing Angle (H/V) 178°/178° 178°/178°
Display Colour 107B 1.07B
Response Time 5ms 5ms
Input HDMI 20x1 20x1
DVI DVI-D x 1 DVI-D x 1
VGA 15-Pin D-Sub x 1 15-Pin D-Sub x 1
Composite (CVBS) BNC x 1 BNC x1
Output Composite (CVBS) BNC x1 BNC x 1
E’;ﬁ:’:' RS232 In 9-Pin D-Sub x 1 9-Pin D-Sub x 1
LAN RJ45 x 1 RJ45 x 1
Audio Audio In Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)
x1 x1
) Stereo Audio Jack (3.5 mm Stereo Audio Jack (3.5 mm
Audio Out X1, S/PDIF>(<1 ) X1, S/PDIF>E1 )
Internal Speakers 5Wx2 5Wx 2
Power Power Supply Internal Internal

Power Requirements

AC 100-240V, 50/60 Hz

AC 100-240V, 50/60 Hz

On Mode

75W (On)

99W (On)

Anti-Burn-in™

Thermal Sensor

26 2025 PRODUCT CATALOGUE

4K SECURITY DISPLAYS

SMQ-6501 SMQ-7501
Panel Panel Tvbe LED-Backlit TFT LCD LED-Backlit TFT LCD
yp (IPS Technology) (IPS Technology)
Panel Size 64.5" 75"

Max. Resolution

UHD 3840 x 2160

UHD 3840 x 2160

Brightness 400 cd/m? 450 cd/m?
Contrast Ratio 1200:1 1200:1
Viewing Angle (H/V) 178°/178° 178°/178°
Display Colour 1.07B 107B
Response Time 5ms 5ms
Input HDMI 20x1 20x1
DVI DVI-D x 1 DVI-D x 1
VGA 15-Pin D-Sub x 1 15-Pin D-Sub x 1
Composite (CVBS) BNC x1 BNC x 1
Output Composite (CVBS) BNC x 1 BNC x 1
E’;tnetrr';?' RS232 In 9-Pin D-Sub x 1 9-Pin D-Sub x 1
LAN RJ45 x 1 RJ45 x1
Audio Audio In Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)
x1 x1
) Stereo Audio Jack (3.5 mm Stereo Audio Jack (3.5 mm
Audio Out X1, S/PDIFi1 ) X1, S/PDIF>(<1 )
Internal Speakers 10 Wx2 15 Wx2
Power Power Supply Internal Internal

Power Requirements

AC 100-240V, 50/60 Hz

AC 100-240V, 50/60 Hz

On Mode

123W (On)

201W (On)

Anti-Burn-in™

Thermal Sensor

AG NEOVO SECURITY DISPLAYS



SDI Secutity’
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Anti- S-S
Burn-in Super
HD-SDI Resolution

SDI displays designed for 24/7 operation

AG Neovo's SDI displays are crucial for environments that require real-time video monitoring
with ultra-low latency. Engineered to seamlessly integrate into advanced surveillance
systems, these SDI displays support high resolutions and deliver sharp, uncompressed
video playback. Designed for 24/7 operation, they provide reliable performance over long
distances, making them ideal for applications where immediate, high-quality video footage is

essential.

High-Resolution SDI Support

Compatible with SD-SDI, HD-SDI, and 3G-SDI
formats, these displays deliver crisp, uncompressed
video quality essential for accurate and detailed

monitoring from SDI cameras.

28 2025 PRODUCT CATALOGUE

SDI Connectivity for Real-time Video
Broadcasting and Surveillance

The SDI connection supports 1080p resolution,
enabling the live video feed from the CCTV camera
on the SDI display directly over BNC cabling.
Zooming in on the real-time video footage will still
allow viewing the images in great detail as the video
data remains uncompressed during transmission,
which is perfect for real-time image checking.

Facilitates integration into complex setups, allowing multiple SDI
displays to connect sequentially without degrading the signal.

Durable Design for

Continuous Use
HD

Built to withstand demanding environments, these

displays offer consistent, reliable 24/7 performance, |
. . . . . SD 1§ 3G-SDI
ensuring ongoing surveillance integrity. -

AG NEOVO SECURITY DISPLAYS 29
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SpeCIflcatlons HX-SERIES / HMQ-SERIES
HX-24G HMQ-4301 HMQ-5501
Panel Panel T LED-Backlit TFT LCD (VA LED-Backlit TFT LCD (IPS LED-Backlit TFT LCD (IPS
anel lype Technology) Technology) Technology)
Panel Size 23.8" 43" 546"

Max. Resolution

FHD 1920 x 1080

UHD 3840 x 2160

UHD 3840 x 2160

SDI SECURITY DISPLAYS

HMQ-6501 HMQ-7501
Panel Panel Type LED-Backlit TFT LCD (IPS Technology) LED-Backlit TFT LCD (IPS Technology)
Panel Size 64.5" 75"

Max. Resolution

UHD 3840 x 2160

UHD 3840 x 2160

Brightness 250 cd/m? 350 cd/m? 350 cd/m?®
Contrast Ratio 20,000,000:1 (DCR) 1200:1 1200:1
Viewing Angle (H/V) 178°/178° 178°/178° 178°/178°
Display Colour 16.7M 1078 1078
Response Time 5ms 5ms 5ms
Input SDI BNC x 1 BNC x 1 BNC x1
DisplayPort x1 - -
HDMI 14 x1 20x1 20x1
DVI DVI-D x1 DVI-D x 1 DVI-D x 1
VGA 15-Pin D-Sub x 1 15-Pin D-Sub x 1 15-Pin D-Sub x 1
Composite (CVBS) BNC x 1 BNC x 1 BNC x 1
Output SDI BNC x 1 BNC x 1 BNC x1
Composite (CVBS) BNC x1 BNC x1 BNC x1
External RS232 In 2.5 mm Phone Jack x 1 9-Pin D-Sub x 1 9-Pin D-Sub x 1
Control
LAN = RJ45 x 1 RJ45 x 1
Audio AudioIn Stereo Audio Jagk (3.5 mm) Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)
x 1, Stereo Audio Jack x 1 X1 X1
Audio Out B Stereo Audio Jack (3.5 mm) | Stereo Audio Jack (3.5 mm)
x 1, S/PDIF x1 x 1, S/PDIF x 1
Internal Speakers 2Wx 2 5Wx2 5Wx2
Power Power Supply External Internal Internal
Power Requirements DC 12V, 2.75A AC 100-240V, 50/60 Hz AC 100-240V, 50/60 Hz
On Mode 18 W (On) 75W (On) 99W (On)

Anti-Burn-in™

Brightness 400 cd/m? 450 cd/m?
Contrast Ratio 1200:1 1200:1
Viewing Angle (H/V) 178°/178° 178°/178°
Display Colour 1.07B 1.07B
Response Time 5 ms 5ms
Input SDI BNC x 1 BNC x 1
DisplayPort - -
HDMI 20x1 20x1
DVI DVI-D x 1 DVI-D x 1
VGA 15-Pin D-Sub x 1 15-Pin D-Sub x 1
Composite (CVBS) BNC x 1 BNC x 1
Output SDI BNC x 1 BNC x 1
Composite (CVBS) BNC x 1 BNC x1
External RS2321In 9-Pin D-Sub x 1 9-Pin D-Sub x 1
Control
LAN RJ45 x 1 RJ45 x 1
Audio Audio In Stereo Audio Jack (3.5 mm) x 1 Stereo Audio Jack (3.5 mm) x 1
Audio Out Stereo Audio Jack (3.5 mm) x 1, S/PDIF x 1 Stereo Audio Jack (3.5 mm) x 1, S/PDIF x 1
Internal Speakers 10 Wx2 1B5Wx2
Power Power Supply Internal Internal

Power Requirements

AC 100-240V, 50/60 Hz

AC 100-240V, 50/60 Hz

On Mode

123W (On)

201W (On)

NeoV™ Optical Glass

Anti-Burn-in™

EcoSmart Control

NeoV™ Optical Glass

PiP / PbP

EcoSmart Control

IP Rating

Front-Sided 1P22

PiP / PbP

Thermal sensor

IP Rating

30 2025 PRODUCT CATALOGUE

Thermal sensor
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Security Displays with
NeoV™ Optical Glass

RX-SERIES & SX-SERIES

=0
TestPoint
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anti Neov ) S-S Y Il
Burn-in oPTICAL GLASS Super Black Level
Resolution Alignment

Robust Design for Unwavering Video Surveillance

AG Neovo's signature monitors are purpose-built for video surveillance systems in the most
demanding environments. These monitors are engineered to withstand harsh conditions,
offering superior protection against dust and moisture while ensuring consistent 24/7
performance. Encased in high-impact metal, they provide enhanced durability, making them
an ideal choice for demanding settings where reliability and durability are paramount.

Security displays are particular in that they entail
uninterrupted, day-and-night usage in possibly high-
traffic locations. To deal with the stress of this type of
use, AG Neovo's security displays employ specially
designed NeoV™ Optical Glass whose verified hardness
provides resistance to countless types of damage,

from scratching and high-velocity impact damage to
environmental (water/dust) damage.
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A Lifetime of Operation

Given the demands of 24/7 operation over
extended periods of time, each and every one of
AG Neovo's security and surveillance displays is
constructed with materials and technology that
ensure the excellence and efficiency expected of
AG Neovo, as well as reliability that involves no
drop-off in performance regardless of age.

Anti-Burn-In™ Technology

To counter the effects of image burn-in or
“ghosting’; where an uninterrupted image
displayed for a long period of time results in a
permanent discoloration of the display panel, AG
Neovo's security and surveillance displays utilise
propriety Anti-burn-in™technology which has been
tested and proven to prevent such effects and thus

assure an extended life-span for the display.

With Anti-Burn-In™ Technology

Versatile Connectivity with BNC and HDMI Inputs

The RX-Series and SX-Series security monitors
support analogue (VGA, S-Video, Composite)
video inputs and digital (DisplayPort, HDMI, DVI).
The Composite (BNC) input/output ports allow
connecting CCTV cameras directly to the monitor
for instant monitoring. This also allows for testing
while feeding the videos to the DVR system

or other devices. For better configuration, the
series is also equipped with an HDMI connector,
allowing receiving digital input sources.
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Specifications RX-SERIES
RX-22G RX-2402
Panel Panel T LED-Backlit TFT LCD LED-Backlit TFT LCD
anet lype (TN Technology) (VA Technology)
Panel Size 215" 23.8"

Max. Resolution

FHD 1920 x 1080

FHD 1920 x 1080

Brightness

250 cd/m?

300 cd/m?

Contrast Ratio

20,000,000:1 (DCR)

20,000,000:1 (DCR)

Viewing Angle (H/V) 170°/160° 178°/178°

Display Colour 16.7M 16.7M

Response Time 3 ms 5ms
Input DisplayPort x 1 x1

HDMI 14 x1 14 X1

DVI DVI-D x 1 DVI-D x 1

VGA 15-Pin D-Sub x 1 15-Pin D-Sub x 1

Composite (CVBS)

BNCx 2

BNCx 2

S-Video 4-Pin mini DIN x 1 4-Pin mini DIN x 1
Output Composite (CVBS) BNC x 2 BNC x 2
External RS232 In 2.5 mm Phone Jack 2.5 mm Phone Jack
Control X1 x 1
Audio Audio In Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)
x 1, Stereo Audio Jack x 1 x 1, Stereo Audio Jack x 1
Audio Out Stereo Audio Jack (RCA) Stereo Audio Jack (RCA)
x1 x1
Internal Speakers 2W x 2 2W x 2
Power Power Supply External External
Power Requirements DC 12V, 21A DC 12V, 2.5A
On Mode 16W (On) 18 W (On)

Anti-Burn-in™

NeoV™ Optical Glass

EcoSmart Control

PiP / PbP ° °
IP Rating Front-Sided IP22 Front-Sided IP65
Housing IK10
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SECURITY DISPLAYS WITH NEOV™ OPTICAL GLASS

Specifications X-SERIES
SX-15G SX-17G SX-19G
Panel Panel Tvoe LED-Backlit TFT LCD LED-Backlit TFT LCD LED-Backlit TFT LCD
yp (VA Technology) (TN Technology) (TN Technology)
Panel Size 15.0" 170" 19.0"

Max. Resolution

XGA 1024 x 768

SXGA 1280 x 1024

SXGA 1280 x 1024

Brightness

300 cd/m?

250 cd/m?

250 cd/m?

Contrast Ratio

20,000,000:1 (DCR)

20,000,000:1 (DCR)

20,000,000:1 (DCR)

Viewing Angle (H/V) 176°/176° 170°/160° 170°/160°

Display Colour 16.7M 16.7M 16.7M

Response Time 5ms 3ms 3ms
Input DisplayPort x1 x1 x1

HDMI 14 x1 14 x1 14 x1

DVI DVI-D x 1 DVI-D x 1 DVI-D x 1

VGA 15-Pin D-Sub x 1 15-Pin D-Sub x 1 15-Pin D-Sub x 1

Composite (CVBS)

BNCx 2

BNC x 2

BNC x 2

S-Video 4-Pin mini DIN x 1 4-Pin mini DIN x 1 4-Pin mini DIN x 1
Output Composite (CVBS) BNC x 2 BNC x 2 BNC x 2
External RS232 In 2.5 mm Phone Jack 2.5 mm Phone Jack 2.5 mm Phone Jack
Control X1 X1 x1
Audio Audio In Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)
x 1, Stereo Audio Jack x 1 x 1, Stereo Audio Jack x 1 x 1, Stereo Audio Jack x 1
Audio Out Stereo Audio Jack (RCA) Stereo Audio Jack (RCA) Stereo Audio Jack (RCA)
x1 x1 x1
Internal Speakers 2W x 2 2W x 2 2W x 2
Power Power Supply External External External
Power Requirements DC 12V, 1.5A DC 12V, 1.58A DC 12V, 1.75A
On Mode 11W (On) 13W (On) 14W (On)

Anti-Burn-in™

NeoV™ Optical Glass

EcoSmart Control

PiP / PbP

IP Rating

Front-Sided 1P22

Front-Sided 1P22

Front-Sided IP65

Housing
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Essential Security Displays

SC-SERIES

Anﬁ- @
Burn-in
Gamma

AG Neovo's SC-Series is designed to meet the core needs of video surveillance systems,
providing system integrators with reliable, high-quality solutions for continuous 24/7
operation. These monitors are perfect for environments where dependable performance
is a must, ensuring clear and detailed video playback that meets the essential demands of

effective monitoring.

24/7 Reliability

These monitors are engineered for round-the-clock
operation, making them ideal for environments that
require consistent and dependable performance.
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Instant Video Loop-Through
Output

The BNC video loop-through output allows
direct video transmission from CCTV cameras
to the monitor, enabling real-time viewing and

monitoring.

Versatile Connectivity for Easy Deployment

Equipped with BNC connectors, these monitors integrate seamlessly into existing setups, enabling instant
monitoring without the need for additional converters,

CCTC SYSTEM WITH SC-SERIES BNC MONITORS

2, . .

Analogue Camera Coaxial Cable
Analogue Camera Coaxial Cable HDMI/VGA Cable
@D (A T e T ) iE«
Analogue Camera Coaxial Cable Video Converter HDMI/VGA Cable
Uncompromised
Image Quality

Equipped with Anti-burn-in™technology
and colour modes specifically designed
for video surveillance, these monitors
ensure clear, detailed visuals, even

during daily surveillance duties.
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Specifications SC-SERIES
SC-2203 SC-2402
Panel Panel T LED-Backlit TFT LCD LED-Backlit TFT LCD
anet lype (VA Technology) (VA Technology)
Panel Size 21.45" 23.8"

Max. Resolution

FHD 1920 x 1080

FHD 1920 x 1080

Brightness

280 cd/m?

250 cd/m?

Contrast Ratio

20,000,000:1 (DCR)

20,000,000:1 (DCR)

Viewing Angle (H/V) 178°/178° 178°/178°

Display Colour 16.7M 16.7M

Response Time 5ms 5ms
Input HDMI 14x1 141

DVI - -

VGA 15-Pin D-Sub x 1 15-Pin D-Sub x 1

Composite (CVBS) BNC x 1 BNC x 1
Output Composite (CVBS) BNC x 1 BNC x1
Audio Audio In - Stereo Audio Jack (3.5 mm) x 1

Audio Out - -

Internal Speakers - 2W x 2
Power Power Supply Internal Internal

Power Requirements

AC 100-240V, 50/60 Hz

AC 100-240V, 50/60 Hz

On Mode

16W (On)

15W (On)

Anti-Burn-in™
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ESSENTIAL SECURITY DISPLAYS

Specifications SC-SERIES
SC-2702 SC-32E
Panel Panel T LED-Backlit TFT LCD LED-Backlit TFT LCD
anet lype (VA Technology) (VA Technology)
Panel Size 270" Bil'5h

Max. Resolution

FHD 1920 x 1080

FHD 1920 x 1080

Brightness

300 cd/m?

300 cd/m?

Contrast Ratio

20,000,000:1 (DCR)

20,000,000:1 (DCR)

Viewing Angle (H/V) 178°/178° 178°/178°
Display Colour 16.7M 16.7M
Response Time 5ms 5ms
Input HDMI 14x1 141
DVI - DVI-D x 1
VGA 15-Pin D-Sub x 1 15-Pin D-Sub x 1
Composite (CVBS) BNC x 1 BNC x 1
Output Composite (CVBS) BNC x 1 BNC x1
I Audio In Stereo Audio Jack (3.5 mm) x 1 Stereo Audio Jack (3.5 mm) x 1
Audio Out - 2.5 mm Phone Jack x 1
Internal Speakers 2W x 2 3W x 2
Power Power Supply Internal Internal

Power Requirements

AC 100-240V, 50/60 Hz

AC 100-240V, 50/60 Hz

On Mode

20W (On)

26W(0On)

Anti-Burn-in™
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