
4K COMMERCIAL DISPLAY

The 2nd Generation PD Series Commercial Display is designed to meet the needs of 
commercial and professional applications. Available in 43, 55, and 65 inches, this 
4K display delivers stunning image quality, dependable round - the - clock 
performance, and versatile integration options. Perfect for retail, public spaces, and 
signage.

• 1000 nits high brightness with Gamma Selection : Delivers 

clear visibility and balanced contrast in brightly lit conditions .

• 25% haze panel:  Minimizes glare and reflections for better 

readability.

• Anti -Burn -in  technology:  Prevents image ghosting  and 

preserves image clarity over time .

Stunning Visual Clarity

Built to Perform Round -the -clock • Built for continuous 24/7 operation : ideal for high -demand, 

always -on environments.

• Portrait or landscape orientation:  Adapts to different content 

and spaces.

• 9.9 mm ultra -narrow bezel design:  Delivers a clean, modern 

look for tiled or standalone use.

• Built - in thermal sensor: Helps monitor internal temperature 

to prevent overheating.

PD4302/PD5502/
PD6502

Deliver impactful visuals that grab 

attention and stay sharp, even in bright 

environments.

Easily manage, connect, and update 

content without complicated setups.

Simple Integration & Control • Type C, HDMI , DisplayPort, VGA, and SDM slot: Offers flexible 

connectivity and easy integration with media player/IPC.

• PiP /PbP  support: Enables dual -source viewing for enhanced 

monitoring or multitasking.

• RS232, IR, LAN, and Neovo  Controller software: Enables 

centralized and  remote display management.

• IR Daisy Chain Support: Simplifies control of multi -display 

setups.

Connect with ease and manage your 

display with powerful control options.
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PD4302 PD5502 PD6502

Panel

Panel Type
LED-Backlit TFT LCD 
(IPS Technology)

LED-Backlit TFT LCD 
(IPS Technology)

LED-Backlit TFT LCD 
(IPS Technology)

Max. Resolution UHD 3840 x 2160 UHD 3840 x 2160 UHD 3840 x 2160

Pixel Pitch 0.245 mm 0.315 mm 0.372 mm

Brightness 1000 cd/m² 1000 cd/m² 1000 cd/m² 

Viewing Angle (H/V) 178°/178° 178°/178° 178°/178°

Display Colour 1.07G 1.07G 1.07G

Response Time 5 ms 5 ms 5 ms

Surface Treatment
Anti-glare treatment 
(Haze 25%)

Anti-glare treatment 
(Haze 25%)

Anti-glare treatment 
(Haze 25%)

Input

DisplayPort x 1 x 1 x 1

HDMI 2.1 x 2 2.1 x 2 2.1 x 2

VGA x1 x1 x1
Type C x1 (15W) x1 (15W) x1 (15W)

External 
Control

IR In 3.5 mm Phone Jack 3.5 mm Phone Jack 3.5 mm Phone Jack

IR Out RJ45 x 1 (share with RS232 in) RJ45 x 1 (share with RS232 in) RJ45 x 1 (share with RS232 in)

RS232 In RJ45 x 1 RJ45 x 1 RJ45 x 1

RS232 Out RJ45 x 1 RJ45 x 1 RJ45 x 1

LAN RJ45 x 1 RJ45 x 1 RJ45 x 1

Other 
Connectivity

USB 2.0 x 1 (Service Port) 2.0 x 1 (Service Port) 2.0 x 1 (Service Port)

SDM Slot SDM-S SDM-L SDM-L

Audio

Audio In Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm) 

Audio Out Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm) Stereo Audio Jack (3.5 mm)

Internal Speakers 10W x 2 10W x 2 10W x 2

Power

Power Supply Internal Internal Internal

Power Requirements AC 100-240V, 50/60 Hz AC 100-240V, 50/60 Hz AC 100-240V, 50/60 Hz

Standby Mode < 0.5W < 0.5W < 0.5W

Off  Mode 0W 0W 0W

Operating 
Conditions

Temperature 0°C-40°C (32°F-104°F) 0°C-40°C (32°F-104°F) 0°C-40°C (32°F-104°F)

Humidity 20%-80% (non-condensing) 20%-80% (non-condensing) 20%-80% (non-condensing)

Storage 
Conditions

Temperature -10°C-60°C (14°F-140°F) -10°C-60°C (14°F-140°F) -10°C-60°C (14°F-140°F)

Humidity 10%-80%(non-condensing) 10%-80%(non-condensing) 10%-80%(non-condensing)

Mounting VESA FPMPMI Yes (200 x 200 mm) Yes (400 x 400 mm) Yes (400 x 400 mm)

Dimensions

Bezel Width Even bezel 9.9 mm Even bezel 9.9 mm Even bezel 9.9 mm

Product w/o Base 
(W x H x D)

963.4 × 551.6 x 72.1 mm 1231.6 x 702.4 x 72.5 mm TBD

Packaging (W x H x D) 1070.0 × 657.0 x140.0 mm 1355.0 x 820.0 x 140.0 mm 1580.0 × 940.0 x 160.0 mm

Weight
Product  w/o Base TBD TBD TBD

Packaging TBD TBD TBD
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