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INSTORE SCREEN"

INSQUARE is a line of commercial grade screens targeted at menu boards

and other in-door advertising. The unique square 1:1 screen ratio and flat

close to the wall key hole mounting makes this product stand out.

FEATURES
24" long life and bright LCD touch screen
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Durable with precision metal chassis and thin bezels

Designed for retail allowing for a safe and long-lasting investment

Flat wall mounting using 4 keyholes 400 by 300 mm

Standard 3-year manufacturer warranty with options for up to 5 years

GENERAL SPECS
Resolution

Viewing angle
Brightness

Video input
Shipping weight
Shipping dimensions

Unit color

1920 x 1920 pixels
89/89/89/89 degrees
450 cd/m2
Mini-HDMI

11 kg

780 x 710 x 100 mm
Black

LENOVO P/N: 4ZF1D32961
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MONITOR SPECS UNIT SPECS IN THE BOX
Display Size 24" Video interface Mini-HDMI Unit inSquare240
View Area 601 x 601 mm Touch NA Video cables Not included
Panel Touch interface NA Touch cables Not included
Aspect Ratio 1:1 Power consumption 65 watt Power supply 12V 5A power supply
Resolution 1920 x 1920 pixels Power input 5.5 x 2.5 mm barrel connector
Ppi 81 ppi Unit dimensions 616 x 616 x 21.8 mm WARRANTY
View angle 89/89/89/89 degrees Unit weight 9 kg Standard 3-year return to depot
Response time 8 ms Operating temp. 0°C to 50°C / 32°F to 122°F Extended Optional
Color support 16.7M Operating humidity 20% to 90%, relative
Refresh rate Mounting options 4 keyholes 400 by 300 mm CERTIFICATIONS
Brightness 400 cd/m2 Shipping dimensions 780 x 710 x 100 mm Unit CE, FCC, ROHS
Contrast Ratio 1000:1 Shipping weight 11 kg Power supply CE, FCC, ROHS, UL
Protective glass NA Storage temp. -20°C to 60°C / -4°F to 140°F
LED lifetime 30000 h Storage humidity 5% to 90%, relative c € F@ z@sljfsc
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